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Corrections

Page 180-Paragraph 41, line 5; read:

charted. In April 2004, the controlling depth was 5.2 feet ...


(BP 183525)

Page 198-Paragraph 134, lines 5-6; read:

clearance of 35 feet. Overhead power and TV cables, close southward of the bridge, have a clearance of 35 feet. Just ...


(CL 911/04; NOS 12316)

Page 213-Paragraph 139, lines 1-4; read:

     In April 2004, the controlling depth was 4.1 feet off the entrance to the jetties, thence 3.9 feet through the jetties, thence 3.0 feet for about 1.0 mile to a point in about 38°57'12"N., 75°19'12"W.; thence in 1988, the centerline controlling ...


(BPs 183533-36)

Page 213-Paragraph 146, lines 9-10; read:

feet. The fixed highway bridges, 6 miles above the mouth, have a clearance of 15 feet.


(CL 804/04; CL 1400/99)

Page 214-Paragraph 155, line 2; read:

jetties. A daybeacon marks the outer end of the south jetty; ...


(CL 804/04; LL/04; NOS 12304)


Page 216-Paragraph 183, line 3; read:

Areas to be avoided are the rock awash about 1.2 miles ...


(CL 804/04)

Page 321-Paragraph 69, line 7; read:

at midchannel) to the head of the project. In June 2004, shoaling to 1.9 feet was reported in the vicinity of Daybeacon 3. Depths are ...


(26/04 CG5)

Page 335-Paragraph 28, line 11; read:

The bar channel, marked by lights and daybeacons, is ...


(LL/04)

Page 366-Paragraph 157, line 5; read:

has depths of about 6 feet. In July 2004, shoaling to less than 3 feet was reported in the entrance. A marina with berthing facilities ...


(28/04 CG5)

